
  

 
 

   

 

Technical Datasheet 

Floor Oil Hard Wax 

 

Description 

Floorcoat HGH Floor Oil Hard Wax is a durable, high-performance 
hardwax oil for interior wooden floors and other wooden surfaces. 
 

The product combines penetrating alkyd oil technology with protective 
wax components, creating a resistant, water-repellent and abrasion-
resistant surface with rapid build-up (two coats possible within 3–6 
hours) and approx. 95% of final hardness achieved after 24 hours. 
 

The cured surface provides excellent resistance to foot traffic and 
abrasion and does not crack or peel. When used as a 2-component 

system (addition of 5% Hardener), slip resistance classification R10 is achieved. The product is 
antibacterial certified and suitable for kitchen worktops. Tested according to DIN 68861-1B and compliant 
with DIN EN 71-3 (Safety of Toys). Free from wood preservatives and low in odor. 

The system is available as: 

• 1-component system (1C) 
• 2-component system (2C) when mixed with 5% Floorcoat HGH Floor Oil Hard Wax Hardener  

Suitable as a stand-alone system or as a finishing coat on Floorcoat HGH Floor Oil 2-Component System 
and Floorcoat HGH Floor Oil & Primer. 

For professional and commercial use. 

Product Data 

• Product: Hardwax alkyd oil system 
• Configuration: 1C or 2C (with 5% Hardener) 
• Consumption: Up to approx. 20 m²/L per layer depending on wood species and application 

method 
• Processing temperature: Minimum 18°C 
• Drying time: Minimum 24 hours (for light traffic)  
• Fully cured: After approx. 7 days 
• Slip resistance: R10 (only 2C system) 
• Resistance: Tested according to DIN 68861-1B 
• Safety: Complies with DIN EN 71-3 
• Available gloss levels: Ultra matt (approx. 7), Matt (approx. 12), Silk matt (approx. 22) 
• Shelf life: Minimum 24 months unopened 
• Hard wax packaging size: 2,5 L 



  

 
 

   

 

• Hardener packaging size: 0.125 L 

Store above 5°C and below 30°C. Protect from frost and direct sunlight.  

Due to high reactivity, check for skin formation before use and remove if necessary. 

 

Instructions for Use 

 

The surface must be clean, dry and free from dust, wax, grease, polish residues or other contaminants. 

Uneven areas must be sanded in the direction of the grain. 

Final sanding should be carried out with grit 80–120. Remove sanding dust thoroughly by vacuum 
cleaning. 

Ensure underfloor heating is switched off at least 3 days before application. 

Minimum processing temperature: 18°C. 

Stir thoroughly before use. Always carry out a test application to ensure compatibility and desired 
appearance. 

 

Application – 1C System 

 

Apply 20–60 g/m² evenly using a short-pile roller. 

Roll first crosswise and then in the direction of the wood grain without applying pressure. 

Ensure even application without material build-up. 

Second coat: approx. 30 g/m². 

If the second coat is applied after 24 hours, intermediate sanding using grit 100–120 is mandatory to 
ensure proper intercoat adhesion. 

Dry for minimum 24 hours (20°C / 55% RH). 
Light foot traffic after approx. 24 hours. 
Fully cured after 7 days. 

 

Application – 2C System (with Hardener) 
 

The 2C system provides: 

• Increased wear resistance and durability 

• Accelerated curing 

• Slip resistance classification R10 (suitable for public buildings) 



  

 
 

   

 

Add 5% Floorcoat HGH Floor Oil Hard Wax Hardener to Floorcoat HGH Floor Oil Hard Wax and mix 
thoroughly until a homogeneous blend is achieved. 

Ensure that the hardener is fully incorporated before application. 

Processing time (pot life): approx. 1 hour. 
Do not mix more material than can be applied within 45 minutes. 

The following application quantities apply when using the 2C system: 

Standard Wood Species 

Apply 20–60 g/m² evenly using a short-pile roller according to the standard application method described 
above. 

Intermediate sanding using grit 100–120 is mandatory before application of the second coat. 

Exotic or High-Oil Wood Species 

Apply 40–80 g/m² evenly using a short-pile roller. 

Allow the first coat to dry. 

Before application of the second coat, lightly sand using grit 100–120 and apply a further 40–80 g/m². 

Non-Stop System Application  
This application method applies when using the 2C system (addition of 5% Floorcoat HGH Floor Oil Hard 
Wax Hardener). 

Mix thoroughly until a homogeneous blend is achieved. 

Apply a thin layer using a spatula and polish residue-free with an absorbing cloth e.g. from cotton.  

For areas larger than 40 m², work in sections. 

Allow the surface to dry for approx. 15 minutes. 

Apply the second coat crosswise using a short-pile roller without applying pressure. 

--------------- 

Light foot traffic after approx. 24 hours (20°C / 55% RH). 
Approx. 95% of final hardness is achieved after 24 hours. 
Fully cured after approx. 7 days. 

 

Application as Top Coat 

 

Floorcoat HGH Floor Oil Hard Wax may be applied as topcoat on Floorcoat HGH Floor Oil 2-Component 
System (clear or with color) or Floorcoat HGH Floor Oil & Primer (clear and with color) after the 
underlying treatment is dry for minimum 24 hours (20°C / 55% RH). A higher consumption of materials 
than stated above or a difference in the indoor climate conditions may affect the drying time.  



  

 
 

   

 

Surface preparation, drying times and application of the underlying system must be carried out in 
accordance with the respective Technical Data Sheet of the Floorcoat HGH Floor Oil 2-Component 
System (clear or with color) or Floorcoat HGH Floor Oil & Primer (clear and with color). 

Light abrasion with a green pad is recommended prior to application of the Floorcoat HGH Floor Oil Hard 
Wax. 

Ensure the surface is clean, dry and free from excess oil before overcoating. 

 

Maintenance of Oiled Surfaces 

If the floor shows signs of wear and requires refreshing, it must be assessed whether only minor scratches 
are present or whether the surface has been worn down to bare wood. 

Protection and refreshment in case of minor scratches, chair marks etc.: 

If the surface is still intact, refreshing with Floorcoat Maintenance Oil is recommended. This fast-drying 
maintenance oil can be applied directly to a clean surface without intermediate sanding. 

For daily cleaning, vacuum or sweep regularly. Wipe with a cloth wrung in water or mild neutral cleaner.  

Do not use soap, ammonia or strongly alkaline cleaning agents. 

 

IMPORTANT NOTES 

Risk of self-ignition: Oil-soaked cloths and application materials may self-ignite. Store in airtight, non-
flammable containers and dispose according to local regulations. 

Ensure good ventilation during drying. 

Do not cover the surface before fully cured. 

No guarantee for adhesion or result on all wood species – always carry out a test area. 

 

Disclaimer 
The information in this document as well as all other references and recommendations provided in connection with advice on the 
application of our products are based on experience and standard conditions. 

Due to the wide variety of possible applications and working conditions, this does not release the user from carrying out their own 
tests or obtaining technical advice from the dealer or manufacturer. 

No warranty is given for workmanship, and documentation thereof lies with the executing contractor. Undesired effects may 
occur when recoating, even if the work has been carried out in accordance with correct professional practice. It is recommended 
that the contractor takes this into consideration when advising the client. 

The manufacturer’s recommendations and applicable standards must be followed. Our liability and responsibility are governed 
by our general terms and conditions and are not extended by this information or our advice. 

When new technical information becomes available, previous versions lose their validity.  
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